/ VINEYARD POOL-SIDE SWIM UNDER CANTILEVER

The vineyard - fiberflex “POOL SIDE, SWIM-under” cantilever inspired by the wind-swept ocean and desert landscapes of the
Baja Peninsula. The shorter mast allows for deployment directly over pools with in-ground mounts for added security and the
parasol features an auto lift system on the back side of the cantilever allowing for easy opening from poolside. TUUCI's state-of-
the-art Aluma-TEAK hardwood finish in Natural, Weathered and Java achieves the natural look of hardwood with the durability of

aluminum construction.

PLANTATION ALUMA-TEAK
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: Counter Balance Lift System

: Reinforced Strut Joints

: Delrin Hub

: Cam-LOC Lever

: Reinforced Screw Pocket Construction

: Brushed Acorn Finial
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bay master &vineyard fiberflex “POOL SIDE, SWIM-under” cantilever
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cantilever sizes a c d 3 f g h i
[ft/m] (in/cm) (in/cm) (in/cm) (in/cm) (in/cm) (in/cm) (in/cm) (in/cm) (in/cm)
square 8.0'/2.45m 60.5/154 45/114 96/244 137/348 14/35.5 3.6/9.2 80/203 20/51 103/262

finish option bay master SWIM-under” cantilever

satin anodized aluminum

finish option for vineyard SWIM-under” cantilever

natural aluma-TEAK

Dimension Tolerances +-2"
Options are subject to change without notice
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