TUUCIT
ocean master MAXF-1 premium parasols

TUUCI's most durable and wind-resistant design is the Ocean Master MAX F-1. Featuring high-tension stainless steel reinforcement
cables, Armor-Wall Aluminum Construction and tensioned stainless steel pocket construction, this parasol is built to withstand up
to 45 MPH of wind force. Mounted directly into the ground with reinforced concrete and steel anchors, the F-1 MAX will survive the
most severe elements that Mother Nature may unleash.

finish options

standard powder coat features:

‘ ‘ | | | _ _ _ _ a. Traditional Tailoring with Modern Components

polished aluminum textured bright white sea shell white espresso ash grey hammered bronze Jjet black b Stainless Steel Reinforced Telescoping Mast

C. "Easy Drive” Crank Lift System

shapes & sizes finial options d. High-Tension Stainless Steel Cable System

e. Stainless Steel Reinforced Pocket Construction

Q f. Cam Lock Lever — Allows 360° Rotation

MAX acorn
square octagon
ft. / m. ft. / m
130 / 40 180" / 55
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ocean master & plantation MAX F-1
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[ft/m] Diameter (in/cm) (in/cm) (in/cm) (in/cm) (in/cm) (in/cm) (in/cm) (in/cm) (in/cm)
square
13.0'/4.0m 27/s 156 /396 325/83 85/216 101/257 126/320 7/18 14/36 155/394 218/554 167/15.5
32 ]5
g & 18.0'/5.5m 2/s 149/378 325/83 85/216 100/254 121/307 7/18 19/48 201/511 218/554 236/21.9
finish options:
ocean master classic
standard powder coat
polished aluminum textured bright white sea shell white espresso ash grey hammered bronze jet black
plantation classic
natural java weathered aspen white
vent and pocket options profile canopy options panel options lifting system finial mast finish
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’ VY binding accent =
fishtail border crank system
. . . MAX acorn .
contrasting single alternating . polished
no vent . aluminum S
pockets solid color panels titanium

Dimension Tolerances + 2"
Dimensions shown correspond to indicated lift system
Options are subject to change without notice

Some options are only available in certain sizes and shapes 2" security base stem height not included
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